
0.
47

0 
G

A
P

0.470 GAP

23.530

C
EN

TE
R 

TO
 C

EN
TE

R
12

.0
00

CENTER TO CENTER
24.000

11
.5

30
23

.5
30

47
.5

30
95

.5
30

47.530

THIS CHART REPRESENTS REAL WORLD
VISIBLE PROUD MOUNT SEG GRAPHIC LAYOUT,

INCLUDING VISIBLE GAPS.  WHEN PLACING
ARTWORK, BE SURE TO EXTEND THE GRAPHIC 

A MINIMUM 3/4" BEYOND EDGE LINES FOR BLEED.

THIS DIMENSION REPRESENTS THE TRUE LIVE AREA OF THE PANEL.
PLEASE USE TEMPLATES FOR PROPER GRAPHIC SCALING.

SYSTEM 1224
PROUD MOUNT SEG PANEL

ELEVATION LAYOUT

ART REQUIREMENTS:
VECTOR ART: PLEASE PROVIDE ANY SPOT COLOR INFORMATION.
TONAL ART: MUST BE PLACED AND EMBEDDED, NOT ATTACHED FILES.
ALL ART SHOULD BE PRODUCED AT ACTUAL FINAL PRINT SIZE AT 300DPI.
ALL ART MUST BE RGB OR CMYK.
IF PANTONE COLOR NEEDED, LEAVE PANTONE SPOT CHANNEL IN ART.
FINAL ART FILE FORMATS: .JPG, .TIF, .EPS, .AI (OPTIMAL)
TEXT: ALL TEXT MUST BE OUTLINED.
LINES SHOWN ARE TRIM LINES. 
PROVIDE BLEED OF .75" AROUND EACH PANEL GRAPHIC.
BLEED MUST BE GRAPHIC.

SYSTEM 1224 PROUD MOUNT SEG PANEL ELEVATION LAYOUT 
(THIS TEMPLATE REPRESENTS A SAMPLE 12'H X 16'W / 8 BAY ELEVATION) 
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